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STAGE I REMOVAL

ExIsting Dowel Rods at the South Abutment shall be burned off flush

with the top of the existing concrete, ground smooth, and sealed with
epoxy. Cost Included with Removal of Existing Superstructures.
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STAGE II CONSTRUCTION

I—P.P.C. Deck Beams

ROUTE NO.
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ILLINOIS | FED. AID PROJECT

r-—@ Beam and Span

Contract No. 68635
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6 - 127 x 127 x 12 Steel Plates gt 3'~0” ¢ts
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fop and Bottom

Stage Construction Line ———i

37 x 37 x 4 P Washer

Top and Bottom

Grouted Key

PLAN AT STAGE CONSTRUCTION LINE

127 x 127 x 17 Steel Plate
(M-270 Grade 36) Top & Bottom

Steel Shims, Top and

147 ¢ Drilled

Bottom (If required)
m 1

17 ¢ Stud Bolt threaded 6° Fach
End with washers and nuts.

(Min. Fy=50 ksi)

Coat with g water soluble
lubricant,
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CLAMPING PLATE
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SHEAR KEY CLAMPING DETAILS AT STAGE _CONST. JT.

See Article 504.06 (d) of the Standard Specifications
for Stage Construction of Precast Frestressed Concrete

Deck Beams.

Cost included with "Precost Prestressed Concrete

Deck Beams".

See Stage Construction Details for traffic lanes.

Notes: All Cross sectlons are fooking North,
Hatched area indlcotess “Removal of Existing Superstructures.”

Cost of removal of the exlsting wearing surface, existing precost

concrete bridge siob and stesl ralliing (Inciuding the raliing on the
approachl are included with “Removal of Existing Superstructures”.
For quantlty of Temporary Concrete Barrier see Roadway FPlans.
For Permanent & Temporary Side Retainer detalls see Sheet 13 of 14,

Psrmanent side retainer
to be placed with beam
at North Abutment only.
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STAGE CONSTRUCTION DETAILS
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